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CONDENSED SPECIFICATIONS 
 

Rated Capacity: 
Maximum hook load utilizing traveling blocks 60,000 lbs. 
Depth capability 1,800’ utilizing 4.5 inch drill pipe. 
 
 
Engine:      
400 Cummins Diesel Engine 
 
 
Chain Cases: 
Power divider:  In lubricated case with high-speed chain. 
Power take-off:  Gear driven split shaft full torque. 
 
 
Kelly Drum:   Hoist Drum:  Sand Line Drum:   
8-1/2” x 6-3/4”  10” x 8-1/2”  5-5/8” x 15-1/5”     
 
 
Brakes:   18” x 4” 15” x 3” 
   Double Band Single Band 
 
 
Rotary Table:  Rotary Transmission:  Clutches: 
7” to 10-1/2” Opening 4-Speed Forward   Air Controlled Drum Selector 
 
 
Pulldown: 
3 Speed Mechanical – down pressure to 30,000 lbs. 
 
 
On Board Mud Pump: 
7” x 10” Gardner Denver 495 gpm @ < 500 psi 
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CONDENSED SPECIFICATIONS 
 
Auxiliary Air Compressor : 
Sullair  900 psi / 350 cfm 
 
 
Derrick:  
53 feet with racking board – rack back 40’ drill pipe 
Square tubular box construction, electrically welded derrick. 
100,000 lbs. rated working load with reasonable safety factor. 
Heavy-duty crown block has ample sheaves for reeving 4-part line on both main drums. 
Twin double-acting hydraulic cylinders, equipped with safety checks, raise and lower derrick. 
 
 
Kelly Bar : 
5-1/2” Hex Kelly 
 
    
Swivel: 
3” Little Giant  
 
 
Mounting:  
Ford triple axle carrier 
Front axle - 17,300 lbs. 
Rear axle(s) - 43,700 lbs. 
 
 
Controls: 
Grouped at left-rear corner of machine for operator convenience. 
Complete with air clutches and controls for drawworks. 
 
 
  


